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**Alcove (Use double wall pipe) / Alcôve (Utilisant le double connecteur de mur) 
I Total width / Largeur totale 55” (1397 mm)

Model/Modèle 1200

J Total height / Hauteur totale 78” (1981 mm)
K Top of stove to ceiling / Le sommet de poêle au plafond 49” (1245 mm)
L Sidewall to unit / De la paroi latérale au dispositif

Sidewall to connector / De la paroi latérale au connecteur
Backwall to unit / De la paroi arrière au dispositif
Backwall to connector / De la paroi arrière au connecteur

15” (381 mm)
M 24” (610 mm)
N 12” (305 mm)
O 15” (381 mm)

51” (1295 mm)
Model/Modèle 1700

72” (1829 mm)
44” (1118 mm)
13” (330 mm)
22” (559 mm)
8” (203 mm)

11” (279 mm)
Maximum Depth / Profondeur maximumP 48” (1220 mm) 48” (1220 mm)

Single wall pipe /
Seul connecteur de mur

**Double wall pipe /
Double connecteur de mur

Top vent out back wall with min. 24” (610mm)
vertical rise; double wall pipe / Donné vent hors 

de la paroi arrière avec le min. 24” (610 mm) 
l'ascension verticale; double connecteur de mur 

A 13” (330 mm) 14” (356 mm)

B 11” (279 mm) 8” (203 mm) 12” (305 mm)

C 9” (229 mm) 6½" (165 mm)

D 22” (559 mm) 22” (559 mm) 23” (584 mm)

E 14” (356 mm) 11” (279 mm) 15” (381 mm)

11” (279 mm)

16” (381 mm)

15” (406 mm)

F 17½” (445 mm) 16½” (419 mm)

10” (254 mm) 

8½" (216 mm)

22” (559 mm) 

17” (432 mm) 15” (381 mm)

7” (178 mm)

6” (152 mm)

22” (559 mm)

10” (254 mm)

14½” (368 mm)

G † Front of door opening to edge of hearth / 
Le devant d'ouverture de porte au bord de coussin de coeur

USA 16” (406 mm)       CND 18” (450 mm)

USA 6” (152 mm)         CND 8” (200 mm)H

Sidewall to unit / De la paroi latérale au dispositif

Sidewall to connector / De la paroi latérale au connecteur

Backwall to unit / De la paroi arrière au dispositif

Backwall to connector / De la paroi arrière au connecteur

Adjacent wall to corner of unit / 
De la paroi adjacent au cion de dispositif

Adjacent wall to corner of unit / 
De la paroi adjacent au cion de connecteur

1200
20” (508 mm)

12” (305 mm)

10" (254 mm)

29” (737 mm)

15” (381 mm)

18½” (470 mm)

1700 1200 1700 1200 1700 1200 1700

Double wall pipe with efficiency 
shield (Flat top model only) / Double 
connecteur de mur avec la protection 
d'efficacité (Le modèle plat seulement

Model / Modèle

Minimum Clearances to Combustible Materials /
Espaces Libres Aux Materiax Combustibles.

13” (330 mm) 13” (330 mm) 13” (330 mm) 13” (330 mm)

13” (330 mm)

13” (330 mm)13” (330 mm)

22” (559 mm) 

10” (254 mm)

8” (203 mm)

† Side/back of unit to edge of hearth / 
Le latérale/arrière de dispositif au bord de coussin de coeur

� Model / Modèle �    1200 FPI�   1700 FPI
A� To unshielded side wall�    10” (254 mm)�   10” (254 mm)
B� To an unshielded 8” (203 mm) mantle�    21” (533 mm)�   24” (610 mm)
C� To top facing (protruding ¾” [19 mm]) clearance�   17½” (445 mm)�   19½” (495 mm)
D� To side facing (protruding ¾” [19 mm]) clearance�   1” (25 mm)�   1” (25 mm)
E     † From door opening of unit to edge of floor protection    USA 16” (406mm) / CND 18” (450mm)
F     † From side of unit to edge of floor protection                    USA 6” (152 mm) / CND 8” (200 mm)
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Tested &
Listed By

Beaverton
Oregon USA

OMNI-Test Laboratories, Inc,

C US
O-T L

Certified for use in Canada & USA /
Certifié pour installation au Canada et aux Etats-Unis.
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CAUTION: An uninsulated smoke pipe must not pass through an attic, roof space, closet or similar concealed 
space, or through a floor, ceiling, wall, or partition, or any combustible construction.
† FLOOR PROTECTION: If a stove is installed on a combustible floor, it must have a pedestal attached and be 
on a NON COMBUSTIBLE hearth pad 
*  ALL CLEARANCES CAN BE REDUCED WITH SHIELDING ACCEPTABLE TO THE LOCAL AUTHORITY. 
SINGLE WALL:  
IN CANADA:  Any ULC-S629 listed chimney system with the accompanying listed single wall vent connector.
IN U.S.A.: Any UL 103 HT listed chimney system with the accompanying listed single wall vent connector.
**DOUBLE WALL :  
IN CANADA:  Any ULC-S629 listed chimney system with the accompanying listed double wall vent connector.
IN U.S.A.: Any UL 103 HT listed chimney system with the accompanying listed double wall vent connector.
 DOUBLEWALL IS REQUIRED FOR MOBILE HOME INSTALLATIONS.

† FLOOR PROTECTION / PROTÉGER LE PLANCHER: 
If unit is raised / Si l'appareil est soulevé: 
0” - 2” (0mm - 51mm);      1” (25mm) non-combustible material with k value = 0.84 or equivalent / 
�                                  1” (25mm) le matériel incombustible avec la valeur de k = 0.84 ou équivalent.
2” - 8” (51mm - 203mm);   ½” (13mm) non-combustible material with k value = 0.84 or equivalent / 
                                          ½” (13mm) le matériel incombustible avec la valeur de k = 0,84 ou équivalent.
Greater than/Plus grand que 8” (203 mm)      any non-combustible material / 
�                                                                 n'importe quel type de matériel incombustible. 

DO NOT REMOVE THIS LABEL / NE PAS ENLEVER CETTE ÉTIQUETTE
LISTED SOLID FUEL SPACE HEATER / IDENTIFIE COMME UN FOYER A COMBUSTIBLE SOLIDE  Serial No. / No. De Serié:

Model / Modèle:                      Kodiak 1200 FS�         Kodiak 1200 Insert          Kodiak 1700 FS         Kodiak 1700 Insert
Report/Rapport no.                 268-S-04-2                  268-S-05-2                     268-S-01-2                 268-S-06-2

Venice 1200 Insert          � � Venice 1700 Insert
268-S-05-2                  �� � 268-S-06-2

Models 1200 and 1700 Freestanding units suitable for use in mobile homes.
Tested to ULC-S627-00, ULC-S628-93, & UL-1482.              
US Environmental Protection Agency, certified to comply July 1, 1990, particulate emission standards.

Install and use only in accordance with the manufacturers installation and operating instructions. Contact 
local building or fire officials about restrictions and installation inspection in your area. Use 6” (150 mm) 
diameter minimum 24 MSG black or 25 MSG blued steel connector listed factory-built chimney suitable for 
use with solid fuels or masonry chimney. See local building code and manufacturer’s instructions for 
precautions required for passing a chimney through a combustible wall or ceiling. Do not pass chimney 
connector through a combustible wall or ceiling. Minimum clearances from horizontal connector and ceiling 
18” (455 mm) do not connect this unit to a chimney flue servicing another appliance U.S.A. Only.

Modèles 1200 et 1700 items indépendants utilisables dans les maisons mobiles.  
Testé selon ULC-S627-00, ULC-S628-93, & UL-1482.                        
États-Unis Environnemental Protection Agence, a certifié pour conformer au Juillet 1, 1990, les normes de particules d'émission.

Ce dispositif doit entre installé et opéré conformément aux instructions d'installation et d'opération du manufacturier contactez le 
service local de l'inspection des bâtiments ou l'officier pompier concernant les restrictions et l'inspection d'installation dans votre 
localité. Utiliser des connecteurs répertoriés 24 MSG noir ou 25 MSG en acier bronzée de 6" (150 mm) minimum, et une 
cheminée de fabrication industrielle, appropriée pour utilisation avec des combustibles solides ou avec une cheminée de 
maçonnerie. Vérifiez les précautions a prendre exigées parle code local et les instructions du manufacturier concernant les 
conditions pour passer la cheminée a travers un mur ou un plafond combustible. Net pas installer le connecteur de la cheminée 
a travers un mur ou un plafond combustible. Espaces libres minimum d'un connecteur horizontal et plafond sont 18" (455 mm) 
ne pas connecter ce dispositif a un conduit de cheminée qui sert déjà un autre dispositif  États-Unis seulement.

DATE OF MANUFACTURE / DATE DE FABRICATION:
J       F       M       A       M       J       J       A       S       O       N       D                             2009       2010       2011      2012       2013 C-11922

MANUFACTURED BY / FABRIQUE PAR: SHERWOOD INDUSTRIES LTD. VICTORIA BC CANADA
MADE IN CANADA / FABRIQUE AU CANADA

HOT WHILE IN OPERATION. 
DO NOT TOUCH. KEEP CHILDREN, 

CLOTHING AND FURNITURE AWAY. CONTACT MAY CAUSE 
SKIN BURN. READ NAMEPLATE AND INSTRUCTIONS.

CAUTION:                                                              TRÈS CHAUD QUAND ALLUMÉ.
                                                              NE TOUCHEZ PAS. TENIR LOIS 
LES ENFANTS, LES VÊTEMENTS ET LES MEUBLES. LE CONTACT 
PEUT CAUSER DES BRÛLURES. LISEZ ATTENTIVEMENT 
L’ÉTIQUETTE ET LES INSTRUCTIONS.

MISE EN GARDE:

Operate only with the door and ash pan closed. Only open door to feed fire. For use with solid wood 
fuels only. Do not use grate or elevate-fire build wood fire directly on hearth. Do not overfire, do not 
obstruct combustion air openings. If heater or chimney connector glows, you are overfiring. Inspect 
and clean chimney frequently-under certain conditions of use, creosote buildup may occur rapidly. 
Keep furnishing and other combustibles well away from heater. Replace glass only with 5 mm thick 
ceramic glass. Optional component for FS: fan, electrical rating 115V, 60 Hz 1 Amp (Part # EFW-
261). Danger: Risk of electrical shock. Disconnect power before servicing unit. Route cord away 
from heater.

Models 1200 and 1700 inserts may be installed as an insert in a masonry fireplace. / On peut encastrer le modèles 1200 et 1700 dans un foyer de maçonnerie.

L'opération du poêle doit se faire avec la porte et le cendrier fermé. N'ouvrir la porte que pour alimenter le feu. N'utilisez que des 
combustibles solides. N'employez pas de grille de foyer ou ne surélevez pas le feu. Mettez le bois à brûler directement sur l'âtre. 
Pour éviter la surchauffeur, ne mettez pas trop de bois. N'obstruez pas les ouvertures d'air comburant. Si le poêle ou le connecteur 
commencent à luire, vous surchauffez le poêle. Inspectez et nettoyez la cheminée souvent. Dans certaines conditions, le créosoté 
peut s'accumuler rapidement. Tenez loin les meubles et d'autres produits combustibles. Ne remplacez le verre qu'avec du verre  

céramique, 5mm épais. Équipement en option pour un FS: ventilateur caractéristiques assignées 115V, 60 
Hz, 1 Amp (pièce # EFW-261) tenez le câble électrique loin du poêle. Danger: Le risque de choc 
électrique. Débrancher le dispositif avant d'entretenir. 

MISE EN GARDE: Un uninsulated tuyau de fumée ne doit pas passer par un grenier, un espace de toit, le placard ou 
l'espace dissimulé similaire, ou par un plancher, un plafond, un mur, ou une cloison, ou une construction combustible. 
† PROTÉGER LE PLANCHER: Si une cuisinière est installée sur un sol combustible, il doit avoir un piédestal attache et 
être sur un coussinet non- combustible.
TOUS “ESPACES LIBRES AUX MATERIAX COMBUSTIBLES” PEUVENT ÊTRE RÉDUITS AVEC PROTÉGEANT 
ACCEPTABLE À L’AUTORITÉ LOCALE. 
Seul Connecteur de Mur:
Au Canada: Certifiée  seul connecteur de mur avec toute systèmes de cheminée listée sous ULC-S629.
Aux États-Unis: Certifiée seul connecteur de mur avec toute systèmes de cheminée listée sous UL 103 HT.  
**Double Connecteur de Mur:
Au Canada: Certifiée  double connecteur de mur avec toute systèmes de cheminée listée sous ULC-S629.
Aux États-Unis: Certifiée double connecteur de mur avec toute systèmes de cheminée listée sous UL 103 HT. 

DOUBLE CONNECTEUR DE MUR NÉCESSAIRES POUR INSTALLATION DANS LES MAISONS 
MOBILE.



Parts List

Reference # Description Part #
1 120F (49C) Ceramic Fan Temperature Sensor EC-001
2 Insert Burner Switch EC-026
3 FPI Fan Controller 115V EC-039
4 Domestic Power Cord 115V EC-042
5 Heyco Strain Relief EC-044
6 Wood Door Gasket EF-168
7 Glass with Tape 10-000
8 Enviro Logo Gel Decal 50-322
9 1200 & 1700 Front Secondary Air Tube A 50-1099
10 1700 Rear Secondary Air Tube C 50-1100
11 1700 Middle Secondary Air Tube B 50-1101
12 1200 Secondary Air Tube Rear E 50-1102
13 1200 Secondary Air Tube Middle D 50-1103
14 Pumice Brick 3” x 9” 50-1104
15 Pumice Brick 4.5” x 9” 50-1105
16 Glass Retainer Kit (With Screws) 50-1122
17 1200 & 1700 Left Shield Assembly 50-1144
18 1200 & 1700 Right Shield Assembly 50-1145
19 1200 C-Cast Ceramic Baffle (1 Piece) 50-1146
20 1700 C-Cast Ceramic Baffle (1 Piece) 50-1147
21 1200 & 1700 Insert Flue Collar Assembly 50-1148
22 1200 & 1700 Cast Latch 50-1381
23 1200 & 1700 Ceramic Flue Gasket 50-1413
24 Kodiak/Venice FPI Angled Flue Collar 50-1565
25 1200 & 1700 Insert Replacement Fan 50-2204
26 Woodstove Poker 50-1816
27 Fireplace Insert Surround Panel 50-1961
28 Fireplace Insert Base Shelf 50-1986
29 1200V & 1700V Cast Top 50-2000
30 1200V & 1700V Left Fan Shroud 50-2016
31 1200V & 1700V Right Fan Shroud 50-2017
32 Door Handle Complete 50-2018
33 Door Complete 50-2019
34 1200V & 1700V Left Fan Shroud Complete 50-2169

Venice Owner’s Manual 50-2034

27
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Parts Diagram
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Warranty

Sherwood Industries Ltd. is the manufacturer of the Enviro line of heating products. At Sherwood 
Industries, our commitment to the highest level of quality and customer service is the most important 
thing we do. Each Enviro stove is built on a tradition of using only the finest materials and is backed by 
our Exclusive Lifetime Limited Warranty to the original purchaser. With Enviro, you’re not just buying a 
stove, you’re buying a company with years of unequalled performance and quality.

Limited Lifetime Warranty:
Under this warranty, Sherwood Industries Ltd. covers the stove body and accessories against defects 
in materials and workmanship, for part repair or replacement for the first seven (7) years and limited 
labour for the first two (2) years to the original purchaser. This Warranty covers: Firebox, Stainless Steel 
Secondary Air Tubes, Cabinet Sides, C-Cast Ceramic Baffle Baffle, Surround Panels, Pedestals, Legs, 
Ceramic Glass, Slider Control and Cast Iron Door Assembly against defects. Please see the exclusions and 
limitation section below as certain restrictions and exclusions apply to this warranty. 

Limited Two (2) Year Warranty:
Under this warranty, Sherwood Industries Ltd. covers all electrical components against defects in 
materials and workmanship, for part repair or replacement for the first two (2) years and limited labour 
for the first two (2) years to the original purchaser. Please see the exclusions and limitation section below 
as certain restrictions and exclusions apply to this warranty.

Limited One (1) Year Warranty:
Under this warranty, Sherwood Industries Ltd. covers all exterior surface finishes against defects in 
materials and workmanship, for part repair or replacement and limited labour for the first year to the 
original purchaser. Please see the exclusions and limitation section below as certain restrictions and 
exclusions apply to this warranty.

How the Warranty Works
1. All warranties by the manufacturer are set herein and no claim shall be made against the manufacturer 

on any oral warranty or representation. All claims under this Limited Warranty must be made in writing 
by your dealer.

2. Any stove or part thereof that is repaired or replaced during the Limited Warranty period will be 
warranted under the terms of the Limited Warranty for a period not exceeding the remaining term of 
the original Limited Warranty or six (6) months, whichever is longer.

3. For any part or parts of this stove, which in our judgment show evidence of defects, Sherwood 
Industries Ltd. reserves the option to repair or to replace the defective product through an accredited 
distributor or agent, provided the defective part is returned to the distributor or agent, transportation 
prepaid, if requested. Sherwood Industries Ltd. may chose to buy back the item at the cost the dealer 
was invoiced.

4. If you discover a problem that you think may be covered by the Limited Warranty, you MUST REPORT 
it to your Enviro dealer WITHIN 30 DAYS, giving them proof of purchase and the date of purchase. 
The dealer will investigate the problem and work with Sherwood Industries Ltd. to determine whether 
the problem:
a) Is covered by the Limited Warranty or 
b) Can be fixed in your home or does the product need to be returned to Sherwood Industries Ltd. 

for repair.

5. If Sherwood Industries Ltd. determines that the stove needs to be returned to Sherwood Industries 
Ltd. for repair, the customer has the responsibility and the expense of removing it from their home 
and shipping it to Sherwood Industries Ltd. If the problem is covered by the Warranty, Sherwood 
Industries Ltd. will replace the item at their discretion and the customer will be responsible for return 
shipping and re-installation in their home. 



Warranty

6.  If the problem is not covered by the Limited Warranty, the customer will be responsible for all repair 
costs, as well as all storage, shipping and the cost of removing and re-installing the stove.

If you are not satisfied with the service provided by the Enviro dealer, write to Sherwood Industries Ltd. 
at the address listed on the last page of the Owner’s Manual. Include the date you bought the product 
and a description of the problem.

Exclusions and Limitations:
1. This Warranty does not cover tarnish, discoloration or wear on the plating or paint.  
2. This Warranty does not cover gasket material.
3. A qualified installer must install this stove. This Limited Warranty covers defects in materials and workmanship 

only if the product has been installed in accordance with local building and fire codes; in their absence refer to 
the owner’s manual. If the product is damaged or broken as a result of any alteration, willful abuse, mishandling, 
accident, neglect, or misuse of the product, the Limited Warranty does not apply.

4. The stove must be operated and maintained at all times in accordance with the instructions in the Owner’s 
Manual. If the unit shows signs of neglect or misuse, it is not covered under the terms of this Warranty policy. 
Performance problems due to operator error will not be covered by the Limited Warranty policy.

5. As this is a heating appliance, some changes in colour of surface finishes may occur. This is not a flaw and as 
such is not covered under this warranty. 

6. Some minor expansion, contraction, or movement of certain parts and resulting noise, is normal and not a defect 
and, therefore, is not covered under this Limited Warranty. 

7. Misuse includes over-firing. This will result if the stove is used in such a way that one or more of the plates glows 
red. Over-firing can be identified later by warped plates and paint pigment being burnt off. Over-firing this 
appliance can cause serious damage and will nullify the Limited Warranty.

8. The Limited Warranty will cover glass thermal breakage only and will not cover misuse of the stove glass, 
including but not limited to:

a) Glass that is struck, has surface contaminates or has had harsh or abrasive cleaners used on it.
b) If the door is slammed or is closed while wood in the firebox is protruding out the stove opening thus striking 

the glass.
9. This warranty does not cover products made or provided by other manufacturers and used in conjunction with 

the operation of this stove without prior authorization from Sherwood Industries Ltd. The use of such products 
may nullify the Limited Warranty on this stove. If unsure as to the extent of this Limited Warranty, contact your 
authorized Enviro dealer before installation.

10.	 Sherwood Industries Ltd. will not be responsible for inadequate performance caused by environmental 
conditions.

11. The Limited Warranty does not cover installation and operational related problems such as use of downdrafts 
or spillage caused by environmental conditions. Environmental conditions include but are not limited to nearby 
trees, buildings, roof tops, wind, hills, mountains, inadequate venting or ventilation, excessive offsets, negative 
air pressures or other influences caused by mechanical systems such as furnaces, fans, clothes dryers etc.

12. The Limited Warranty does not cover damage caused by burning salt-saturated wood, corrosive driftwood, 
chemically treated wood or any fuel not recommended in the Owner’s Manual (use cord wood only).

	 The Limited Warranty is void if:
	 a) The stove has been operated in atmospheres contaminated by chlorine, fluorine or other damaging 

chemicals.
	 b) The stove is subject to submersion in water or prolonged periods of dampness or condensation.
	 c) Any damage to the unit, combustion chamber or other components due to water, or weather damage which 

is the result of, but not limited to, improper chimney/venting installation.
	 d) Salt air in coastal areas or high humidity can be corrosive to the finish; these environments can cause 

rusting. Damage caused by salt air or high humidity is not covered by the Limited Warranty.
13. Exclusions to the Limited Warranty include: injury, loss of use, damage, failure to function due to accident, 
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Warranty

negligence, misuse, improper installation, alteration or adjustment of the manufacturer’s settings of 
components, lack of proper and regular maintenance, alteration, or act of God.

14. 	The Limited Warranty does not cover damage caused to the stove while in transit. If this occurs, do not operate 
the stove and contact your courier and/or dealer.

15. The Limited Warranty does not extend to or include paint, door or glass gaskets or firebricks damage caused 
by normal wear and tear, such as paint discoloration or chipping, worn or torn gaskets, chipped or cracked 
firebrick, etc.

16.	 The Limited Warranty does not include damage to the unit caused by abuse, improper installation, or 
modification of the unit.

17. 	Damage to plated surfaces caused by fingerprints, scratches, melted items, or other external scores and residues 
left on the plated surfaces from the use of abrasive cleaners or polishes is not covered in this warranty. 

18.	 The Limited Warranty does not cover tarnish, discoloration or wear on the plated surfaces.
19.	 Sherwood Industries Ltd. is free of liability for any damages caused by the stove, as well as inconvenience 

expenses and materials. The Limited Warranty does not cover incidental or consequential damages.
20.	 The Limited Warranty does not cover any loss or damage incurred by the use or removal of any component or 

apparatus to or from the Enviro stove without the express written permission of Sherwood Industries Ltd. and 
bearing a Sherwood Industries Ltd. label of approval.

21.	 Any statement or representation of Enviro products and their performance contained in Enviro advertising, 
packaging literature, or printed material is not part of the Limited Warranty.

22.	 The Limited Warranty is automatically voided if the stove’s serial number has been removed or altered in any 
way. If the stove is used for commercial purposes, it is excluded from the Limited Warranty.

23. No dealer, distributor, or similar person has the authority to represent or warrant Enviro products beyond the 
terms contained within the Limited Warranty. Sherwood Industries Ltd. assumes no liability for such warranties 
or representations.

24. 	Sherwood Industries Ltd. will not cover the cost of the removal or re-installation of the stove, hearth, facing, 
mantels, venting or other components.

25.	 Labour to replace or repair items under this Limited Warranty will be covered per our warranty service fee 
reimbursement schedule. Labour rates are set per component and as such total labour costs may not be 
covered.

26.	 Sherwood Industries Ltd. is not liable for freight or labour on any stove replaced in-field and is not liable for 
travel costs for service work. In the event of in-home repair work, the customer will pay any in-home travel 
fees or service charges required by the Authorized Dealer.

27. 	At no time will Sherwood Industries Ltd. be liable for any consequential damages which exceed the purchase 
price of the unit. Sherwood Industries Ltd. has no obligation to enhance or modify any stove once manufactured 
(example: as a stove evolves, field modifications or upgrades will not be performed). 

28.	 This Limited Warranty is applicable only to the original purchaser and it is non-transferable.
29.	 This warranty only covers Enviro products that are purchased through an authorized Enviro dealer.
30.	 If for any reason any section of the Limited Warranty is declared invalid, the balance of the warranty remains 

in effect and all other clauses shall remain in effect.
31.	 The Limited Warranty is the only warranty supplied by Sherwood Industries Ltd., the manufacturer of the stove. 

All other warranties, whether express or implied, are hereby expressly disclaimed and the purchaser’s recourse 
is expressly limited to the Limited Warranty.

32.	 Sherwood Industries Ltd. and its employees or representatives will not assume any damages, either directly or 
indirectly, caused by improper usage, operation, installation, servicing or maintenance of this stove.

33.	 Sherwood Industries Ltd. reserves the right to make changes without notice. Please complete and mail the 
warranty registration card and have the installer fill in the installation data sheet in the back of the manual for 
warranty and future reference.

34. 	Sherwood Industries Ltd is responsible for stocking parts for a maximum of seven (7) years after discontinuing 
the manufacture or incorporation of the item into its products. An exception to this would be if an OEM supplier 
is not able to supply a part.
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Installation Data Sheet

The following information must be recorded by the installer for warranty purposes and future reference.

NAME OF OWNER:

_________________________________________

ADDRESS:

_________________________________________

_________________________________________

_________________________________________

PHONE:___________________________________

NAME OF DEALER:

_________________________________________

ADDRESS:

_________________________________________

_________________________________________

_________________________________________

PHONE:___________________________________

MODEL:___________________________________

SERIAL NUMBER:___________________________

DATE OF PURCHASE: ______________(dd/mm/yyyy)

DATE OF INSTALLATION:___________(dd/mm/yyyy)

INSTALLER’S SIGNATURE:

_________________________________________

NAME OF INSTALLER:

_________________________________________

ADDRESS:

_________________________________________

_________________________________________

_________________________________________

PHONE:___________________________________

MANUFACTURED BY:
SHERWOOD INDUSTRIES LTD. 

6782 OLDFIELD RD.  SAANICHTON, BC, CANADA  V8M 2A3
www.enviro.com

December 1, 2010
C-12199


